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TB-50 TERMINATION BAR
Material:
Dimensions:
Holes:
Packaged:
Approx. Shipping Weight:

6063-T6 Extruded Aluminum
.050 thick x 1˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted holes on 6˝ centers
50 pieces per tube
40 pounds per tube

TB-75 TERMINATION BAR - With sealant ledge
Material:
Dimensions:
Holes:
Packaged:
Approx. Shipping Weight:

6063-T6 Extruded Aluminum
.075 thick x 1˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted holes on 6˝ centers
50 pieces per tube
50 pounds per tube

TB-90F TERMINATION BAR - Flat
Material:
Dimensions:
Holes:
Packaged:
Approx. Shipping Weight:

6063-T6 Extruded Aluminum
.090 thick x 1˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted holes on 6˝ centers
50 pieces per tube
55 pounds per tube

TB-100 TERMINATION BAR - With sealant ledge
Material:
Dimensions:
Holes:
Packaged:
Approx. Shipping Weight:

6063-T6 Extruded Aluminum
.100 thick x 1˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted holes on 6˝ or 8˝ centers
50 pieces per tube
65 pounds per tube

TB-125 TERMINATION BAR - Flat
Material:
Dimensions:
Holes:
Packaged:
Approx. Shipping Weight:

6063-T6 Extruded Aluminum
.125 thick x 1˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted holes on 6˝ centers
50 pieces per tube
75 pounds per tube

PRODUCT SELECTION - Extruded Aluminum
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DISCLAIMER 
The information provided here is subject to change without notice. The performance specifications published in this 
TRUFAST® product literature are based on controlled laboratory tests and are intended as a guideline only.  They 
are not guaranteed in any way by the ALTENLOH, BRINCK & CO. US, INC., since building design, engineering, and 
construction, including workmanship and materials, are beyond the control of the manufacturer.   The manufacturer 
recommends that pull-out tests be conducted to verify the substrate provides adequate pull-out values.
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Termination & Drain Bars
Product Information

PRODUCT SELECTION - Extruded Aluminum

RD-100 ALUMINUM GRAVEL/DRAIN BAR
For use with ballasted or non-ballasted systems

Material:
Dimensions:
Mounting Holes:
Drainage Holes:
Packaged:
Approx. Shipping Weight:

6063-T6 Extruded Aluminum
.100 thick x 3-1/2˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted mounting holes on 6˝ centers
3/8˝ x 1-1/2˝ slotted drain holes on 4˝ centers
10 pieces per bundle
46 pounds per tube

PRODUCT SELECTION - 304 Stainless Steel

TB-75-SS TERMINATION BAR - With sealant ledge
Material:
Dimensions:
Holes:
Packaged:
Approx. Shipping Weight:

304 Stainless Steel
.075 thick x 1˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted holes on 6˝ centers
20 pieces per tube
51 pounds per tube

TB-125-SS TERMINATION BAR - Flat
Material:
Dimensions:
Holes:
Packaged:
Approx. Shipping Weight:

304 Stainless Steel
.125 thick x 1˝ wide x 10´ long per piece
1/4˝ x 3/8˝ slotted holes on 6˝ centers
20 pieces per tube
98 pounds per tube


